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一、型號：RX086-外型尺寸圖
I. Model: RX086-Dimensional Drawing

L1:一段減速比的長度 (Length of Single Stage Ratio)
L2:二段減速比的長度 (Length of Double Stage Ratio)
L3:三段減速比的長度 (Length of Triple Stage Ratio)

出力軸有鍵:D1
Output shaft with key

出力光滑軸:D2
Smooth output shaft

二、出力軸型式
II. Output Shaft Option

PS：若入力尺寸不在表格中，需提供馬達尺寸來確認。
     本公司擁有尺寸變更的權利。
PS : If the input dimensions are not in the form. please provide the motor dimensions to decide.
        Our company has the right to change the dimensions.

單位/Unit:mm

三.入力軸ˋ法蘭ˋ螺絲孔尺寸圖
III.  The Drawing of Input Shaft flange tapped hole Dimensions

馬達記號
Motor Mark øA(H7) B øC(H7) ød(H6)

一段減速比
Single Stage Ratio

二段減速比
Double Stage Ratio

三段減速比
Triple Stage Ratio □E 4-GF
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4-M4
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4-M5
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S9
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S11

50

50

50

70

70

70
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80

110

110
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90

90

90

90
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145

145

145
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14

14

16
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19
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24

41

41

41

41

41

41

41

41
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58

58

150.5

150.5

150.5

150.5

150.5

150.5

150.5

150.5

170.5

170.5
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86
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86
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101.5
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101.5
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146
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5

5

5

5

5

5

5

5

5

5

5 4-M8

軸攻牙 攻牙孔(Tapping hole)

47



CHU SHENG

PLANETARY GEAR REDUCER

一、型號：RX120-外型尺寸圖
I. Model: RX120-Dimensional Drawing

L1:一段減速比的長度 (Length of Single Stage Ratio)
L2:二段減速比的長度 (Length of Double Stage Ratio)
L3:三段減速比的長度 (Length of Triple Stage Ratio)

出力軸有鍵:D1
Output shaft with key

出力光滑軸:D2
Smooth output shaft

二、出力軸型式
II. Output Shaft Option

PS：若入力尺寸不在表格中，需提供馬達尺寸來確認。
     本公司擁有尺寸變更的權利。
PS : If the input dimensions are not in the form. please provide the motor dimensions to decide.
        Our company has the right to change the dimensions.

單位/Unit:mm

三.入力軸ˋ法蘭ˋ螺絲孔尺寸圖
III.  The Drawing of Input Shaft flange tapped hole Dimensions

馬達記號
Motor Mark øA(H7) B øC(H7) ød(H6)

一段減速比
Single Stage Ratio

二段減速比
Double Stage Ratio

三段減速比
Triple Stage Ratio □E 4-GF
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120 4-M8
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軸攻牙 攻牙孔(Tapping hole)
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一、型號：RX120-外型尺寸圖
I. Model: RX120-Dimensional Drawing

L1:一段減速比的長度 (Length of Single Stage Ratio)
L2:二段減速比的長度 (Length of Double Stage Ratio)
L3:三段減速比的長度 (Length of Triple Stage Ratio)

出力軸有鍵:D1
Output shaft with key

出力光滑軸:D2
Smooth output shaft

二、出力軸型式
II. Output Shaft Option

PS：若入力尺寸不在表格中，需提供馬達尺寸來確認。
     本公司擁有尺寸變更的權利。
PS : If the input dimensions are not in the form. please provide the motor dimensions to decide.
        Our company has the right to change the dimensions.

單位/Unit:mm

三.入力軸ˋ法蘭ˋ螺絲孔尺寸圖
III.  The Drawing of Input Shaft flange tapped hole Dimensions

馬達記號
Motor Mark øA(H7) B øC(H7) ød(H6)

一段減速比
Single Stage Ratio

二段減速比
Double Stage Ratio

三段減速比
Triple Stage Ratio □E 4-GF
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軸攻牙 攻牙孔(Tapping hole)
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一、型號：RX142-外型尺寸圖
I. Model: RX142-Dimensional Drawing

軸攻牙 攻牙孔(Tapping hole)

L1:一段減速比的長度 (Length of Single Stage Ratio)
L2:二段減速比的長度 (Length of Double Stage Ratio)
L3:三段減速比的長度 (Length of Triple Stage Ratio)

出力軸有鍵:D1
Output shaft with key

出力光滑軸:D2
Smooth output shaft

二、出力軸型式
II. Output Shaft Option

PS：若入力尺寸不在表格中，需提供馬達尺寸來確認。
     本公司擁有尺寸變更的權利。
PS : If the input dimensions are not in the form. please provide the motor dimensions to decide.
        Our company has the right to change the dimensions.

單位/Unit:mm

三.入力軸ˋ法蘭ˋ螺絲孔尺寸圖
III.  The Drawing of Input Shaft flange tapped hole Dimensions

馬達記號
Motor Mark øA(H7) B øC(H7) ød(H6)

一段減速比
Single Stage Ratio

二段減速比
Double Stage Ratio

三段減速比
Triple Stage Ratio □E 4-GF

S1

S2

S3

95 6 115 24 60 168 214 260 142 4-M6

S4

95 6 115 24 60 168 214 260 142 4-M8

S5

110 6 145 19 65 168 214 260 142 4-M8

S6

110 6 145 22 65 168 214 260 142 4-M8

S7

110 6 145 24 65 168 214 260 142 4-M8

S8

110 6 145 28 65 168 214 260 142 4-M8

114.3 6 200 35 81 188 234 280 176 4-M12

130 6 165 32 81 188 234 280 142 4-M10
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一、型號：RX182-外型尺寸圖
I. Model: RX182-Dimensional Drawing

L1:一段減速比的長度 (Length of Single Stage Ratio)
L2:二段減速比的長度 (Length of Double Stage Ratio)
L3:三段減速比的長度 (Length of Triple Stage Ratio)

出力軸有鍵:D1
Output shaft with key

出力光滑軸:D2
Smooth output shaft

二、出力軸型式
II. Output Shaft Option

PS：若入力尺寸不在表格中，需提供馬達尺寸來確認。
     本公司擁有尺寸變更的權利。
PS : If the input dimensions are not in the form. please provide the motor dimensions to decide.
        Our company has the right to change the dimensions.

單位/Unit:mm

三.入力軸ˋ法蘭ˋ螺絲孔尺寸圖
III.  The Drawing of Input Shaft flange tapped hole Dimensions

馬達記號
Motor Mark øA(H7) B øC(H7) ød(H6)

一段減速比
Single Stage Ratio

二段減速比
Double Stage Ratio

三段減速比
Triple Stage Ratio □E 4-GF

182

182

182

182

182

182

182

196

220

220

250

4-M8

4-M8

4-M8

4-M8

4-M12
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254.5

254.5
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軸攻牙 攻牙孔
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一、型號：RX182-外型尺寸圖
I. Model: RX182-Dimensional Drawing

L1:一段減速比的長度 (Length of Single Stage Ratio)
L2:二段減速比的長度 (Length of Double Stage Ratio)
L3:三段減速比的長度 (Length of Triple Stage Ratio)

出力軸有鍵:D1
Output shaft with key

出力光滑軸:D2
Smooth output shaft

二、出力軸型式
II. Output Shaft Option

PS：若入力尺寸不在表格中，需提供馬達尺寸來確認。
     本公司擁有尺寸變更的權利。
PS : If the input dimensions are not in the form. please provide the motor dimensions to decide.
        Our company has the right to change the dimensions.

單位/Unit:mm

三.入力軸ˋ法蘭ˋ螺絲孔尺寸圖
III.  The Drawing of Input Shaft flange tapped hole Dimensions

馬達記號
Motor Mark øA(H7) B øC(H7) ød(H6)

一段減速比
Single Stage Ratio

二段減速比
Double Stage Ratio

三段減速比
Triple Stage Ratio □E 4-GF
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42

32
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42
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一、型號：RX220-外型尺寸圖
I. Model: RX220-Dimensional Drawing

L1:一段減速比的長度 (Length of Single Stage Ratio)
L2:二段減速比的長度 (Length of Double Stage Ratio)
L3:三段減速比的長度 (Length of Triple Stage Ratio)

出力軸有鍵:D1
Output shaft with key

出力光滑軸:D2
Smooth output shaft

二、出力軸型式
II. Output Shaft Option

PS：若入力尺寸不在表格中，需提供馬達尺寸來確認。
     本公司擁有尺寸變更的權利。
PS : If the input dimensions are not in the form. please provide the motor dimensions to decide.
        Our company has the right to change the dimensions.

單位/Unit:mm

三.入力軸ˋ法蘭ˋ螺絲孔尺寸圖
III.  The Drawing of Input Shaft flange tapped hole Dimensions

馬達記號
Motor Mark øA(H7) B øC(H7) ød(H6)

一段減速比
Single Stage Ratio

二段減速比
Double Stage Ratio

三段減速比
Triple Stage Ratio □E 4-GF
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軸攻牙 攻牙孔(Tapping hole)



產品保固及注意事項

• 減速機為密封式設計，不需換油。
• 油品屬半固態高級合成油。
• 周圍使用溫度：0~+40˚C
• 減速機本體最高容許溫度85˚C以下

• 註：工作場合溫度0˚C以下，訂購前需註明清楚。

1.保固內容：
  保固期間
  本公司的產品保固期間為購買產品後抑或是將產品交貨至指定地方後一年內。
  保固範圍
  保固期間內，若產品因非人為因素而發生故障，客戶將產品寄回，本公司免
  費更換受損零件。
  但下列故障原因不在保固範圍內：
  a) 不在本目錄或規格書內所規定之條件、環境的使用下所造成的故障。
  b) 非產品本身原因所造成的故障。
  c) 未依照原本設計之使用方式所造成的故障。
  d) 非經由本公司所進行的改裝或維修所造成的故障。
  e) 其他天然、自然災害等不可抗拒力所造成的故障。
  此外，上述保固僅限於本公司產品本身，因產品故障所導致之相關損失並不
  包含在本保固範圍內。

2.責任限制
  關於因本公司產品所引發之一切特別損害、間接損害、消極損害(應得利益
  之喪失)，本公司不負任何責任。

3.選購時，應符合用途條件
  將本公司產品與其他搭配使用時，請確認是否符合客戶所需之規格、法規或
  限制等。
  此外，請客戶自行確認目前所使用的系統、機械或是裝置是否適用於本公司
  產品。
  如未確認是否符合或適用時，本公司無須對本公司產品的適用性負責。

潤滑

CHU SHENG
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產品保固及注意事項

• 減速機為密封式設計，不需換油。
• 油品屬半固態高級合成油。
• 周圍使用溫度：0~+40˚C
• 減速機本體最高容許溫度85˚C以下

• 註：工作場合溫度0˚C以下，訂購前需註明清楚。

1.保固內容：
  保固期間
  本公司的產品保固期間為購買產品後抑或是將產品交貨至指定地方後一年內。
  保固範圍
  保固期間內，若產品因非人為因素而發生故障，客戶將產品寄回，本公司免
  費更換受損零件。
  但下列故障原因不在保固範圍內：
  a) 不在本目錄或規格書內所規定之條件、環境的使用下所造成的故障。
  b) 非產品本身原因所造成的故障。
  c) 未依照原本設計之使用方式所造成的故障。
  d) 非經由本公司所進行的改裝或維修所造成的故障。
  e) 其他天然、自然災害等不可抗拒力所造成的故障。
  此外，上述保固僅限於本公司產品本身，因產品故障所導致之相關損失並不
  包含在本保固範圍內。

2.責任限制
  關於因本公司產品所引發之一切特別損害、間接損害、消極損害(應得利益
  之喪失)，本公司不負任何責任。

3.選購時，應符合用途條件
  將本公司產品與其他搭配使用時，請確認是否符合客戶所需之規格、法規或
  限制等。
  此外，請客戶自行確認目前所使用的系統、機械或是裝置是否適用於本公司
  產品。
  如未確認是否符合或適用時，本公司無須對本公司產品的適用性負責。
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Product Guarantee and 
Points for Attention
Gearbox for Servomotor
1. Content of Guarantee:

2. Restriction of Responsibility: 

3. You should make sure if it conforms to the usage and conditions when 
    purchasing.

Lubrication

Warranty Period: 
The warranty period of our products is within one year after the product is purchased or is 
delivered to an appointed place.  
Scope: 
If the product breaks down during guarantee because of non-artificial factor(s), the client 
can send the product back, and our company will change the damaged parts free-of-charge.  
However, following causes of breakdown are not within the scope of guarantee: 

Besides, the above-mentioned guarantee is limited to our product itself only; the relevant 
loss resulting from the product’s breakdown is not within the scope of guarantee.

Regarding all special damage, indirect damage, and negative damage (the loss of interests 
one deserves to get originally, or expects to get) arising from our products, our company 
takes no responsibility.  

When making our product and other product collocate in use, please confirm if it tallies with 
the specifications that you demand, as well as the laws and regulations, or restrictions.  
Furthermore, the client should make sure by himself/ herself that if the system, machine, or 
device that he/ she uses presently is applicable to our product.  
Our company takes no responsibility for the applicability of our product supposing the client 
does not confirm or make sure if it corresponds to the required specifications, laws and 
regulations, or restrictions, or if it’s applicable.

The breakdown caused by the use under the condition or environment not specified in 
this catalog or the specification.  
The breakdown resulting from the cause not because of the product itself.  
The breakdown caused by not using in accordance with the original designed usage.  
The breakdown caused by the refit or repair and maintenance not done by our company.  
The breakdown caused by the irresistible force such as a natural disaster.

a)

b)
c)
d)
e)

• The planetary gearbox adopts the sealed design 
  without oil replacement.  
• The oil is semi-solid synthetic oil.  
• Ambient Temperature of Use: 0~+40˚C. 
• The planetary gearbox’s maximum temperature allows 
  in 85˚C below.
 
• Note: Before placing an order, please be sure to inform 
            us first if working under 0˚C.

CHU SHENG
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減速機與伺服馬達安裝的順序：
The installation sequence of planetary 
gearbox and servo motor is as follows:
1.將伺服馬達出力軸擦拭乾淨。
   Wipe the output shaft of the servomotor clean.

2.將伺服馬達裝入減速機內並鎖緊螺絲。
   Take the servomotor to load into the gearbox, and tighten the screw firmly.  

3.將減速機入力軸內的螺絲鎖緊。
   Tighten the screw in the input shaft of the gearbox firmly.  

4.將防塵蓋裝入減速機。
   Tuck the dust guard cap into the gearbox.

減速機安裝說明
Gearbox Installation Instructions

螺絲鎖緊的扭距
Torque for the Firmly Tightened Screw

Torque spanner

Servomotor

法蘭固定螺絲

入力軸固定螺絲

減速機法蘭

Flange fixation screw

Input shaft fixation screw

Gearbox flange

Dust Guard Cap扭力板手

伺服馬達

防塵蓋

螺絲型式 (Screw Type)

鎖緊扭距 (Torque of being Tightened Fimly (Nm)
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減速機與伺服馬達安裝的順序：
The installation sequence of planetary 
gearbox and servo motor is as follows:
1.將伺服馬達出力軸擦拭乾淨。
   Wipe the output shaft of the servomotor clean.

2.將伺服馬達裝入減速機內並鎖緊螺絲。
   Take the servomotor to load into the gearbox, and tighten the screw firmly.  

3.將減速機入力軸內的螺絲鎖緊。
   Tighten the screw in the input shaft of the gearbox firmly.  

4.將防塵蓋裝入減速機。
   Tuck the dust guard cap into the gearbox.

減速機安裝說明
Gearbox Installation Instructions

螺絲鎖緊的扭距
Torque for the Firmly Tightened Screw
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